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BOILER SHOP 

20 South St, Stephenson Quarter 

Newcastle Upon Tyne, NE1 3PE 

www.boilershop.net 

0191 300 6162 

  
For more info please contact: 
 
Phil Barker ï General Manager     07817 373766   0191 731 9621 
Phil@stephensonworks.com  
 
Chiara Tomasoni ï Live Events Manager  07429 201469   0191 731 9623 
Chiara@stephensonworks.com  
 

John Ashton ï Head of Production    07989 567716 
John@stephensonworks.com  
 

Jodie Maddison ï Food & Beverage Manager 07912 683662 
Jodie@stephensonworks.com  
 

Daveid Phillips ï Managing Director   07963 838312 
Daveid@stephensonworks.com  
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TECHNICAL SPECIFICATIONS 
 
 
FRONT OF HOUSE DESK 
1x Soundcraft Vi3000 
1x Soundcraft Vi2000 
2 x Soundcraft Vi Stagebox 64x32 
1 x Soundcraft Realtime Rack Ultimate 
 
Venue desk template plus simulator can be 
downloaded here:  
http://www.soundcraft.com/products/Vi3000 
 
STAGE MONITORS 
11 x JBL M20 VTX series 
2 x JBL F18S VTX Series sub on one mix 
PA SYSTEM 
12 x JBL V20  
9 x JBL S25 
3 x Front Fill 
 
HOUSE POWER 
On stage: Backline. 
1 x Rubber box 32 amp in ï 4 x 16 amp outlets 
4 x Rubber box 16 amp in ï 6 x 13 amp outlets 
ï 16amp through 
20 x 10m 16 amp ï 16 amp cables 
20 x 5m 16 amp ï 16 amp cables 
10 x 3m 16 amp ï 16 amp cables 
 

Stage side power: 
Lighting (Floor pack) 
2 x 63A single phase  
4 x 32A single phase 
4 x 16A single phase 
 
Sound (Touring PA/monitors) 
1 x 63A single phase  
2 x 32A single phase 
2 x 16A single phase 
 
External Power: 
2 x 63A Single phase 

     ( Distro available down to 16A single phase 
for bus power ) 

WIRELESS MICROPHONES 
4 x AKG SR4500 Receivers  
4 x AKG HT 4500 D5 Handheld transmitters 
4 x AKG PT4500 Belt pack transmitters 
4 x CK97C/ l lapel mics 
4 x Instrument cable 
2 x SRA 2B/W Remote Antennas 
 
WIRED MICROPHONES AND DI BOXES 
1 x AKG D12 VR 
1 x AKG D112 MKii 
4 x AKG C518 M 
1 x AKG C451 B Stereo Pair 
8 x AKG D5 
2 x AKG C214 Stereo Pair 
4 x AKG D40 
5 x Shure SM58 
4 x Shure SM57 
4 x Sennheiser e604 
1 x Shure Beta91 
1 x Audix D6 
6 x BSS AR133 Active DI Boxes 
2 x DBX DB10 Passive DI Boxes 
 
MIC STANDS  
12 x Frameworks Tripod Stand with Dual Boom 
12 x Frameworks Tripod Kick Drum Stand  
 
LIGHTING DESK 
Avolites Tiger Touch II 
 
HAZERS 
Jem compact hazer pro 
 
STAGING & RISERS 
12 x 8ft x 4ft Litedeck stage panels 
5 x 8ft x 4ft Litedeck stage panels 
1 x 8ft x 4ft Litedeck Monitor Board riser 
 

DJ EQUIPMENT CAN BE HIRED.  
Prices on request.
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SOUND RESTRICTIONS 
 
 
MAXIMUM PERMITTED NOISE LEVELS 
 
The limits are 95dB (A) and 108 dB (C) when integrated over a one minute period, and 
measured 10 metres from a primary PA Loudspeaker, 1.5mtrs above floor leel, 45 degrees 
off-axis of the loudspeakers, and in the direction of the offices in South Central square to the 
east. 
 

When events finish before 23:00 hours, these limits are 100dB (A) and 115dB (C) 
While the offices in Central square and south central square are operating, those limits are 86 
dB (A) and 86 dB (C). 
 
Sound-checks before performances on Mondays to Fridays will not begin before 16:30 hours. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 



 

 

STAGE DIMENSIONS & LIGHTING PLOT 
 

 
 



 

 

STAGE TRUSSES 
 

There are 3 fixed, permanently installed, trusses. These are Litec QX30SA which is a 
nominal 29cm truss. Due to the Powder-coat finish, and the thickness of the truss wall tube, 
compression attachments should be used, and hook-clamps with wing-bolts are not 
permitted. 
 

 Length (approx.) Trim (approx.) MAX UDL AVAILABLE 

Stage Truss 10 m 5.1 m 500 kg 220 kg 

Front Truss 8 m 6.7 m 200 kg 110 kg 

Audience Truss 8 m 6.7 m 200 kg 165 kg 

 

The quoted Maximum UDL is for the bare truss. The Available Load is what is left after the 
house standard technical package has been subtracted. 
 
Please also consider the following: 
[1] On a truss with a uniformly distributed load, a centre point will take at least 62% of the 
load. 
[2] When loads are approaching maximum capacities of the lifting equipment (including the 
roof brackets/beams) and if the lift involves more than 2 hoists, load monitoring via load 
cells should be seriously considered to avoid overloading of equipment. 
 
 
 
 

 
 
 

 
 

Backdrops 
Artist backdrops can be hung on the Venue upstage truss



 

 

VENUE DIMENSIONS 
 

MAIN SPACE 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 



 

 

FIRST FLOOR AND MEZZANINE LEVEL 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


